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Difficulty Rating
Note de difficulté
Calificación de dificultad

Application: Application: Aplicación:

IB1242C
03-2016

Audi A3 and S3; Volkswagen Golf

Location of cabin filter:  Under the hood on the passenger side of the vehicle

Tools: None

To remove existing filter:

1.  Open the hood.

2.  Remove the passenger side cowling.

3.  Remove the filter and frame.

4.  Remove the old filter from the frame and insert the new filter into the frame.

5. Reinstall the filter and frame into the vehicle and replace the cowling
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Lugar del filtro de cabina:  Debajo del 
capó del lado del pasajero del vehículo

Herramientas: Ninguna

Para quitar el filtro existente:
1. Abra el capó.

2. Quite el cubretablero del lado del 
pasajero.

3. Saque el filtro y el marco.

4. Saque el filtro viejo del marco e inserte el 
filtro nuevo dentro del marco.

5. Reinstale el filtro y el marco en el 
vehículo y reponga el cubretablero.
 

Emplacement du filtre à air d'habitacle :  
Sous le capot du côté passager du véhicule

Outils : Aucun

Pour retirer le filtre existant :
1. Ouvrir le capot.

2. Retirer le capotage du côté passager.

3. Retirer le filtre et le cadre.

4. Retirer le filtre usagé du cadre et insérer 
le nouveau filtre dans le cadre.

5. Réinstaller le filtre et le cadre dans le 
véhicule et remplacer le capotage
 


