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Location of cabin filter:  Passenger side footwell

Tools:  None required

To remove existing filter:

  1. Locate the cabin filter access door in the passenger side footwell. 

  2.  Unclip and remove the access door.

  3. Your vehicle has two cabin filters.  Remove both cabin filters.

  4. Install new cabin air filters.

  5. Replace the cabin filter access door.
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Emplacement du filtre à air d'habitacle : 
Espace pieds côté passager

Outils : Aucun nécessaire

Pour retirer le filtre existant :

  1. Localiser la porte d’accès au filtre à 

air d’habitacle dans l’espace pieds côté 

passager.

  2. Dégrafer et enlever la porte d’accès.

  3. Votre véhicule contient deux filtres à 

air d’habitacle. Retirer les deux filtres à air 

d’habitacle.

  4. Installer les nouveaux filtres à air 

d’habitacle.

  5. Replacer la porte d’accès au filtre à air 

d’habitacle.

Lugar del filtro de cabina:  Espacio para 
los pies del lado del pasajero

Herramientas: Ninguna requerida

Para quitar el filtro existente:

  1. Localice la puerta de acceso de los 

filtros de cabina en el espacio para los pies 

del lado del pasajero.

  2. Desenganche y quite la puerta de 

acceso.

  3. Su vehículo tiene dos filtros de cabina. 

Saque ambos filtros de cabina.

  4. Instale filtros de aire de cabina nuevos.

  5. Reinstale la puerta de acceso de los 

filtros de cabina.


