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Difficulty Rating
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Application: Application: Aplicación:

IB1237C
04-2015

Mercedes-Benz B200

Location of cabin filter:  Under the hood.

Tools:  None

To remove existing filter:

1. Remove the filter cover by unclipping the three tabs at the top edge. 

2. Pull straight up on the old filter to remove it from the housing.

3. Install your new filter straight into the housing.

4. Reinstall the filter cover and make sure the tabs at the top edge are clipped 

back into place. 
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Emplacement : Sous le capot.

Outils : Aucun

Pour retirer le filtre existant :

1. Retirez le couvercle du filtre en 

décrochant les trois tirettes se trouvant sur 

le bord supérieur.

2. Tirez le vieux filtre vers le haut pour le 

retirer du boîtier.

3. Installez votre nouveau filtre directement 

dans le boîtier.

4. Réinstallez le couvercle du filtre et 

assurez-vous que les tirettes se trouvant 

sur le bord supérieur sont bien fixées en 

place.

Lugar del filtro: Debajo del capó.

Herramientas: No se requieren

Para quitar el filtro existente:

1. Quite la tapa del filtro, desenganchando 

las tres lengüetas en el borde superior.

2. Hale el filtro viejo directamente hacia 

arriba para sacarlo de la caja.

3. Instale su filtro nuevo directamente 

dentro de la caja.

4. Reinstale la tapa del filtro y cerciórese 

que las lengüetas en el borde superior se 

hayan enganchado en posición.


