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IB1247C
03-2016

Porsche Panamera

Location of cabin filter:  Passenger side footwell

Tools: None

To remove existing filter:

1. Remove cover in the passenger side footwell behind the glove compartment.

2.  Locate the cabin filter access door and slide to remove it.

3. Remove the cabin filter by pulling it down.

4. Install new cabin air filter.

5. Replace the cabin filter access door and cover.
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Emplacement du filtre à air d'habitacle : 
Espace pieds côté passager

Outils : Aucun

Pour retirer le filtre existant :
1. Retirer le couvercle se trouvant dans 
l’espace pieds côté passager derrière le 
coffre à gants.

2.  Localiser la porte d’accès au filtre à air 
d’habitacle et la glisser pour l’enlever.

3. Retirer le filtre à air d’habitacle en le 
tirant vers le bas.

4. Installer un nouveau filtre à air 
d’habitacle.

5. Replacer la porte d’accès au filtre à air 
d’habitacle et le couvercle.

Lugar del filtro de cabina:  Espacio para 
los pies del lado del pasajero

Herramientas: Ninguna

Para quitar el filtro existente:
1. Quite la cubierta en el espacio para 
los pies del lado del pasajero detrás de la 
guantera.

2.  Localice la puerta de acceso del filtro de 
cabina y deslícela para quitarla.

3. Saque el filtro de cabina, halándolo hacia 
abajo.

4. Instale el filtro de aire de cabina nuevo.

5. Reemplace la puerta de acceso del filtro 
de cabina y la cubierta.


