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Bulletin d’installation
Boletín de Instalación

Difficulty Rating
Note de difficulté
Calificación de dificultad

Application: Application: Aplicación:

IB1250
10-11

Chevrolet Aveo, Aveo5

Location of cabin filter:
Behind the glove box on the passenger side of the vehicle

Tools:
None required

To remove existing filter:

1. Open the glove box

2. Disengage the glove box completely from the dashboard.

3. Remove the cabin filter door.

4. Remove the dirty filter.

5. Install the clean filter.

6. Reinstall the cabin filter door.

7. Reengage the glove box to the dashboard.
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Emplacement du filtre de cabine :  
Derrière la boîte à gants sur le côté 
passager du véhicule. 

Outils :  Aucun n’est requis.

Pour enlever le filtre existant :

1. Ouvrez la boîte à gants.

2. Décrochez la boîte à gants entièrement

du tableau de bord.

3. Enlevez la porte du filtre de cabine.

4. Enlevez le filtre sale.

5. Installez le nouveau filtre.

6. Réinstallez la porte du filtre de cabine.

7. Accrochez de nouveau la boîte à gants

au tableau de bord.

Lugar del filtro de cabina:  
Detrás de la guantera en el lado del 
pasajero del vehículo 

Herramientas:  No se requieren

Para quitar el filtro existente:

1. Abra la guantera.

2. Desenganche la guantera totalmente

del tablero de instrumentos.

3. Quite la puerta del filtro de cabina.

4. Saque el filtro sucio.

5. Instale el filtro limpio.

6. Reinstale la puerta del filtro de cabina.

7. Enganche de nuevo la guantera al

panel de instrumentos.




